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MET 321 	Calculations Lab #6	18


18.	Endo gas generators are used to produce carburizing gas.  The below fuel is to be used.  Given the air fuel ratio, determine the indicated equilibrium output gas composition at 980 C using ThermoCalc. 
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Data at 1253 K
	CO+H2O=CO2+H2
	K
	0.6314

	CO+0.5O2=CO2
	Ko
	1.751E+07

	CO2+CH4=2H2+2CO
	Km
	9935
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ENDO Gas Generator

Fuel

_CH4_G 96.000% _CH4_E

_CO2_G 0.400% _CO_E

_N2_Ar_G 3.600% _Air_Fuel_Ratio _CO2_E

Air 2.480 _H2_E

_CO2_A 0.0324% _H2O_E

_H2O_A 1.738% _O2_E

_O2_A 20.582% _N2

_N2_Ar_A Balance
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		ENDO Gas Generator

		Fuel

		_CH4_G		96.000%								_CH4_E

		_CO2_G		0.400%								_CO_E

		_N2_Ar_G		3.600%				_Air_Fuel_Ratio				_CO2_E

		Air						2.480				_H2_E

		_CO2_A		0.0324%								_H2O_E

		_H2O_A		1.738%								_O2_E

		_O2_A		20.582%								_N2

		_N2_Ar_A		Balance
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